








































































































2003 MISCELLANEOUS BIRDSRegister _,

from the platform or field that is the subject of the request has declined below the applicable

threshold under AS 38.05. 180(f)(6)(A), (C), (E), or (G) and, if so, will certify to the Department

of Natural Resources the average daily oil production volume for the calendar quarter or quarters

for which the request is made.

e) The provisions of20 AAC 25.540 do not apply to a determination or certification

under this section. (Eff. ~ ~ __, Register )

Authority: AS 31.05.30 AS 31.05.040

20 AAC 25.265(a)(2) is amended to read:

2) fail-safe automatic surface-controlled subsurface safety valve (SSSV) system capable of

preventing an uncontrolled flow [,UNLESS ANOTHER TYPE OF SUBSURFACE VALVE

WITH THAT CAPABILITY IS APPROVED BY THE COMMISSION] this valve must be in

the tubing string and located below the mudline datum or, if permafrost is present, below the

permafrost.

Eff. 4/13/80, Register 74; am 4/2/86, Register 97; am 11/7/99, Register 152; am ~~_,

Register ->

Authority: AS 31.05.030 AS 31.05.095

20 AAC 25.285(h) is repealed:

Repealed ~~_. ( Eff. 4/2/86, Register 97; am 11/7/99, Register 152; am ~---.J_,

Register ->

AUTHORITY: AS 31.05.030
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